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! ideal roofing  Flashings and Trims

Company Ltd.Manufacturers
Ideal Roofing flashings and trims come in 10 ft. lengths and are available in plain

galvanized, galvalume and in galvanized prepainted steel in 23 attractive colours.

Standard gauge thickness used is 30 ga. (.015") but our flashings are also available
in 28 ga., 26 ga. and 24 ga. Many of the flashings and trims shown in this brochure are

standard but can be modified to customer specifications.

ROOFING FLASHINGS

STEP FLASHING

VALLEY 18", 24" AND 36"

y

Prices page 10 # 207

ICE APRON

(for shingles) Y

50 per Bundle 6 % 9" 4 201 36" GIRTH B
SNOW GARD l
(12" GIRTH) A
.021" RECOMMENDED #212 l Yo"
e e # 208

WALL FLASHING TYPE S
(9" GIRTH) % CAP FLASHING
A+B+C+1%4" = GIRTH

1 * Specify Angle
or Pitch

a‘s"

SNOW DIRECTION
A~ FOR SLOPES LESS THAN 6/12
B- FOR SLOPES HIGHER THAN 6/12 # 211

LARGE WALL OR
CHIMNEY FLASHING
TYPE S (12" GIRTH)

#209 .

GRAVEL STOP
% A+B+2%"= GIRTH

* Specify Angle

PR RIDGE VENT COTTAGE
ROOF CAP

(18" GIRTH)

r<-18;-'-\1"

3y s
GABLE END CAP / Y,
FOR HIDDEN FASTENER f
—_— Pri
STEEL ROOF PANEL 3 nieeyipeIn s
(A+B+5%" =GIRTH) 275, 4213 # 206 #210
V Vented at extra cost. < Denotes pre-painted side. A,B,C = Dimensions to be specified.

*Specify pitch
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